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Step 1:
Assemble cabinet hook ITEM (2), to cabinet side
ITEM (1), using ITEM (3) #10 S.M.S. (3) per side.

Step 2:
Mount cabinet sides to panel, same height.
Assemble cabinet safety lock item (4) to
cabinet sides item (1) using item (3) # 10 s.m.s.
Check if locking system is secure by pushing side
in upward motion. Side should not release from
panel system.

SAFETY _ SAFETY _ SAFETY SAFETY

LOCKS MUST BE INSTALLED AND TIGHTENED

IN POSITION PREVENTING CABINET FROM
ACCIDENTALLY BEING REMOVED FROM PANEL
SYSTEM. POSSIBLE INJURY MAY BE CAUSED

IF CABINET IS ACCIDENTALLY REMOVED FROM
PANEL SYSTEM.  Please save a copy of these
assembly instructions.

Step 3:
Place shelf item (5) into "j" shaped flange on sides
item (1) with cam slot facing to the front. Secure
shelf to sides using item (6) # 10 x 1/2 s.m.s.
(4) required.

Step 4:
place top item (7) onto side flange located on
item (1) side at top. Secure with item (8) # 12 x 1/2
S.M.S. (4) required.
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PANEL CABINET
ASSEMBLY INSTRUCTIONS

Step 4:

Door item (9) is supplied 2 ways, pre-assembled or
installer assembled!.

Step (4 A) installer assembled:

Assemble slides item (11) to door item (9) using
item (16) # 10 x 1/4 s.m.s. (4) required.
Assemble lock item (12) using item (13) lock clip,
then item (15) lock cam, then secure with item
(14) hex nut.

Step 5:

Place the door item (9) face up on top of the
cabinet. Note: the front 1/3 of the door will be
extended past the front edge of the cabinet.
Rotate hinges up and line up with the mounting
holes on the front underside edge of top. Secure
to top with item (10) # 10 x 1/2 S.M.S. (4) required.

( SEE REVERSE SIDE)





